
 

 

Technical Tip: Engine Monitors 

Insight 602, 603, & 610.   

The GEM 602, 603 and 610 Engine Monitors are no longer in production 

which may leave helicopter operators with limited options to maintain TIT 

depiction which is an FAA requirement for turbocharged aircraft. 

There are several possible options available to the operator. 

1. The Insight G1 is a plug-and-play replacement for the 602,603 & 610.  While the STC 

approval does not apply to US piston helicopters, the G series of monitors is approved for 

installation in Enstrom Helicopters under the Canadian STC. 

Because the G1 is a plug and play unit, the argument could be made that the G1 can be 

installed as a minor change and the installation is approved under the Canadian STC SH13-45.  

Also documented on the Insight web site is a copy of the USA and Canadian BIateral agreement 

which it can be argued allows the installation of the G series in Enstrom Helicopters in 

accordance with the Canadian STC. 

If an operator wishes to install a G series engine monitor in an Enstrom helicopter, 

determination should be made as to the applicability of the above information as authority to 

perform the installation.   

2. Enstrom has approved the installation of the JPI 701 engine 

monitor under our type certificate in current production piston 

helicopters.  At this time, Enstrom has not released drawings for the 

installation however, the JPI STC covers the installation of the JPI 701 

in the Enstrom helicopters in accordance with their procedures. 

If an operator wishes to install a JPI 701 in an Enstrom helicopter the 

following parts should be ordered. 
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Enstrom has found that installation of the JPI in the same 

position as the GEM may limit the pilots view of the top 

portion of the instrument and we have created a wedge 

mount (P/N 28-18101-11, List Price $518)  that changes the 

installation angle of the instrument facilitating the pilot’s view 

of the instrument face. 

QTY Part Number and description 

1 EGT-701-4C-A-T Indicator w/software 

1 700702-16 Harness 

4 M-111 EGT Probe 

3 M-5050 CHT Probe  Kit 

1  M111T TIT Probe w/Harness 

1 MM-113-3/8 CHT Probe 

1 400510 OAT Probe w/ Harness 

  


