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1. SUBJECT: T-0192-1 Calibration Reference Bar

2. MODEL: 480, 480B 

3. EFFECTIVITY:  All

4. BACKGROUND:

Belt tension tool T-0139 previously required a yearly calibration, which entailed sending the
tool to Enstrom for calibration. Enstrom has designed a calibration bar, T-0192-1, to function as
a calibration device in lieu of sending the belt tension tool to Enstrom for calibration.

This Service Information Letter (SIL) is intended to make operators aware that the belt tension
tool and calibration bar set is available and to provide instructions for use.

5. COMPLIANCE:

Unless a belt tension tool has the accompanying calibration bar, send belt tension tool T-0139 to
Enstrom for the annual calibration. The return shipment of a belt tension tool receiving
calibration at Enstrom will include a calibration bar.

Verify calibration of the belt tension tool with calibration bar T-0192-1 prior to every check or
adjustment of the belt tension.

6. INSTRUCTIONS:

A. Verify that the serial number on T-0192-1 calibration bar matches the serial number on the
T-0139 belt tension tool.
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 B. Verify the calibration of the T-0139 belt tension tool in accordance with the instructions 
included with the T-0192-1 calibration bar. 

1) If the belt tension tool is in calibration, it is ready for use. 

2) If the belt tension tool is not within calibration limits, return the belt tension tool and 
calibration bar to Enstrom for calibration.  

NOTE: The calibration bar must be returned with the belt tension tool. 

 

7. PARTS:  N/A 

8. SPECIAL TOOLS OR EQUIPMENT:  T-0192-1 

9. MAN-HOURS:  N/A 

10. WARRANTY:  N/A 

11. WEIGHT CHANGE:  N/A 

12. LOG BOOK ENTRY:  N/A 

13. REPETITIVE INSPECTIONS:  N/A 
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Figure 1.  T-0192-1 Calibration Bar Instructions 
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